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Beiser Environnement - BP 1 - Domaine de la Reidt - F-67330 BOUXWILLER

Very tough, made 
of sheeting 8 mm thick
Can be push 
as well as pulled
1 3-point coupling
1 rubber friction  
on the ground
2 adjustment pads 
for the height
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ADVANTAGES

Slurry plane 

Reference Width Weight 
in kg

05010600003 Galvanised slurry plane 2.00 m 230

05010600006 Galvanised slurry plane 2.30 m 242

05010600004 Galvanised slurry plane 2.50 m 300

Use to clean  
liquid manure and level  
soil and silage

Reference Description

05010699001 Spare rubber for slurry plane 2.00 m

05010699002 Spare rubber for slurry plane 2.30 m

05010699003 Spare rubber for slurry plane 2.50 m

OPTIONS

TOOLS

Excellent soil/plant waste 
mixture
Work rate (10/15 km/h)
Serrated discs guaranteeing 
exact cutting of the soil
Maintenance-free disc bearing
Hydraulic adjustment of the 
working depth of the roller
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ADVANTAGES

Ideal for shallow harrowing, false 
seed beds and the destruction of 
adventitious plants 

Disc stubble cultivator
5 m verSioNNew

+

Reference Description Hydraulic 
folding

Hydraulic adjustment 
of the working depth 

of the roller
Safety
(discs)

Number of 
discs Ø 560 

mm (per 
piece)

Required 
tractor 

power in HP
Weight  

in kg

05015000021 Disc stubble 
cultivator 3 m No Yes Rubber shock 

absorbers 24 100 1630

05015000022 Disc stubble 
cultivator 3.50 m No Yes Rubber shock 

absorbers 28 110 1895

05015000023 Disc stubble 
cultivator 4 m Yes Yes Rubber shock 

absorbers 32 130 2820

05015000020 Disc stubble 
cultivator 5 m Yes Yes Rubber shock 

absorbers 40 180 3200

• Serrated discs Ø 560 mm • Category 2 and 3 coupling

Maintenance-free roller 
bearing

Frame 
100 x 80 mm

100%
galvanised

With V-Ring roller w
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