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Band saw

Reference Description Dimensions in mm L x W x H

05020200004 Band saw 1500 x 1000 x 2250

• Blade width: 30 mm
• Blade thickness: 0.6 mm
• Blade length: 4750 mm

• wheel diameter: 600 mm
• Max. cutting length: 590 mm
• Max. cutting height: 490 mm

Gimbal 
drive

Precision work
1 3-point coupling
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ADVANTAGES

Log splitter
Vertical

1 double-effect jack 0 50-100
 1 reinforced stand: 10 mm thick
1 double-effect distributor
1 3-point coupling

Jack travel: 120 cm
Gimbal drive
Oil tank 
in the square beam
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ADVANTAGES

• Workbench (L x W):  
    1050 x 770 mm
• Weight: 259 kg

Reference Model Dimensions  
L x W x H in mm

Weight 
in kg

05020100007 10 tonnes 1200 x 620 x 3000 310

05020100006 14 tonnes 1200 x 630 x 3000 330

05020100005 18 tonnes 1200 x 630 x 3000 380

Reference Description

05020199001 Gimbal for 
log splitter

OPTION

Runs on electricity 
or on gimbal
Suitable for all tractors 

3-point coupling
Transport wheels
Log splitter 14 T
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ADVANTAGES

Reference Description Dimensions  
L x W x H in mm

Weight 
in kg

05020200005
Band saw  

combined with log  
splitter 14 t

2200 x 1400 x 2450 450

Band saw combined 
with log-splitter 14 t

• Power: 3 HP
• Splitter jack travel: 600 mm
• Diameter of the jack cylinder: 85 mm
• Blade width: 30 mm
• Blade thickness: 0.6 mm

• Blade length: 4750 mm
• wheel diameter: 600 mm
• Max. cutting length: 590 mm
• Max. cutting height: 490 mm
• Workbench (L x W): 1150 x 750 mm

Horizontal
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