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Concrete mixer

Reference Description Dimensions 
in mm L x W x H

05020600001 Concrete mixer 1500 x 900 x 1500

For preparing concrete

The concrete mixer has a 
3-point tractor coupling
Compatible with all 
makes of tractor
 Very tough model
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ADVANTAGES

optioN

Gimbal for concrete 
mixer with wheel
Ref. 05020699001

Reference Description

05020600003 Hydraulioc  
concrete mixer

•  1 coupling for the transmission shaft:  diameter  
30 mm per elastic pin

•  1 hydraulic hose coupling: 18 mm x 1.5 m
•  1 hydraulic pressure when running: max. 140 bars - min. 50 bars
•  1 rotation speed of the transmission shaft: min. 250 - max. 300 rpm

• 1 transmission ratio 10/1
• 1 mixing tank capacity of 320 litres
• Weight empty:  87 kg
• Diameter of the loading opening: 440 mm
• Dimensions (H x L x W): 950 x 930 x 860 mm

Hydraulic concrete mixer

The concrete mixer has a 
3-point tractor coupling
 Hydraulic tilting to unload 
your concrete 
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ADVANTAGES

optioN

Gimbal for hydraulic 
concrete mixer

Ref. 05020699002

Optimal efficiency, reliability and power thanks to the Honda motor
Mechanical trowel diameter 102 cm: ideal for large surfaces
4 inclinable blades (0° to 15°)
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ADVANTAGES

Smoothing trowel

Machine especially designed for smoothing out  
and floating freshly poured concrete floors (very 
smooth surfaces)

Reference Dimensions in mm
L x W x H

Rotor diame-
ter in mm Efficiency

05080100004 1020 x 1020 x 700 920 130 m²/h

Mechanics

Thumb wheel for 
making adjustments 

Wheel for tilt-
ing the tank

•  1 tilting wheel
• 1 mixing tank capacity of 350 litres
• 1 gimbal drive unit
• Diameter of opening for loading: 450 mm
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